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*NOTE: BRICK PANELS UTILIZE AN OUTSIDE CORNER BRICK
FOR A FULL SIZED BRICK APPEARANCE. THEREFORE DETAIL
22 IS HOW A TRANSITION WOULD BE ACCOMPLISHED. SEE
BRICK DETAILS FOR FURTHER INFORMATION.
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TILE PANEL
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PLAN VIEW-
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SECTION VIEW-

M8 HEX SOCKET SCREWS

1" 6" MAX

OPTIONAL EXTERIOR
INSULATION
(NOT BY KWS)

16 GAUGE BARE GALVANIZED STEEL
(OR AZ 50 GALVALUME)

HORIZONTAL RAINSCREEN RAIL
PRE-PUNCHED
8'-0" LENGTHS

14 GAUGE BARE GALVANIZED STEEL
(OR AZ50 GALVALUME, OR STAINLESS STEEL)

WALL BRACKETS
PRE-PUNCHED, PRE-THREADED

TYPICALLY 24" O.C. VERTICALLY
(OR AS REQUIRED FOR SPECIFIC

LOADING CONDITIONS)
AVAILABLE IN 2", 4" OR 6" SIZES

M8 HEX SOCKET SCREWS

16 GAUGE BARE GALVANIZED STEEL
(OR AZ 50 GALVALUME)

HORIZONTAL RAINSCREEN RAIL
PRE-PUNCHED
8'-0" LENGTHS

16 GAUGE BARE GALVANIZED STEEL
(OR AZ50 GALVALUME)

VERTICAL L-RAIL
PRE-PUNCHED, PRE-THREADED

8'-0" LENGTHS
@ 16" OR 24" O.C. HORIZONTALLY

1"

CORROSION-RESISTANT
STEEL SELF-DRILL HEX-HEAD
SCREW FASTENER & WASHERS
2 PER BRACKET
@ 16" OR 24" O.C. HORIZONTALLY
(STAINLESS STEEL RECOMMENDED
BUT NOT REQUIRED, NOT BY KWS)

23
8"

2", 4" OR 6"
WALL BRACKET

13
16

"

OPTIONAL EXTERIOR
INSULATION
(NOT BY KWS)

CORROSION-RESISTANT
STEEL SELF-DRILL HEX-HEAD
SCREW FASTENER & WASHERS
2 PER BRACKET
@ 16" OR 24" O.C. HORIZONTALLY
(STAINLESS STEEL RECOMMENDED
BUT NOT REQUIRED, NOT BY KWS)

16 GAUGE BARE GALVANIZED STEEL
(OR AZ50 GALVALUME)

VERTICAL L-RAIL
PRE-PUNCHED, PRE-THREADED

8'-0" LENGTHS
@ 16" OR 24" O.C. HORIZONTALLY

SLOTTED CONNECTIONS
TO PROVIDE VERTICAL

ALIGNMENT & PLUMBING
OF WALL

2"

2", 4" OR 6"

43
4"

KNIGHT THERMAL ISOLATORS
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